
TURBOFARMER II
TF38.10-100 EE

TF38.10
1116 ENG



PERFORMANCE AND FEATURES TF38.10-100EE

Total unladen mass, with forks (kg) 7900

Maximum capacity (kg) 3800

Lifting height (m) 9.6

Maximum reach (m) 6.3

Maximum operating height (m) 5.6

Maximum operating reach (m) 1.7

Capacity at maximum height (kg) 1500

Capacity at maximum reach (kg) 700  

Turbo motor (brand/cylinders) Kubota/4

Tier 3 engine power (kW/CV) 74/100

Maximum speed (km/h) 40

Hydraulic system (bar-l/min) LS - 210/140

Fuel tank (l) 140

Hydraulic oil tank (l) 110

Standard tyres 405/70-24”

Change of speed 2 speeds

FOPS (ISO 3449) and ROPS (ISO 3471) cab P

Electro-mechanical joystick command P   

Tac-Lock attachment locking P

Dual Reverse P

Pedal-operated inching control P

Permanent four-wheel drive P

Pedal-operated inching control P

Four-wheel steering P 

Work headlights on cab p

Multiposition Towing hook p

 P standard.  p optional.

TF38.10-100EE DIMENSIONS

A (mm) 4487 F (mm) 460

B (mm) 1150 H (mm) 2250

C (mm) 2750 M (mm) 1010

D (mm) 587 P (mm) 2465

E (mm) 3926 R (mm) 3985

TF38.10-100EE
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